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Management on Quality and Environment : 
Tamron is certified with international standards: ISO 9001 for quality and ISO 14001 
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striving for continued and sustainable improvement at all levels and facets of its 
business operations.

IP/CCTV LENS NEWS from TAMRON NEW RELEASE

Imager Size

Mount Type

Focal Length

F Number

Zoom Ratio

Operation

Wave Length

Defog

Focus

Zoom

Iris

M12ZG34X15IRPF

1/2”

C

15-510mm

Fw/3.0～ Ft/6.4

34×
Motorized (Preset Potentiometer)

Motorized (Preset Potentiometer)

DC Auto Iris

Visible Light ～ Near Infrared



Model

Motorized High-Power(34X) Zoom Lens
■1/2" 15-510mm F/3.0 (Model: M12ZG34X15IRPF)

M a i n  F e a t u r e s

Compact Lens with a Focal Length of 510mm
A lens designed with an optimum balance between optical performance and lens size in mind.

A lens with distinct compactness compared to conventional lenses with the same focal length.

High Optical Performance Extending to the Telephoto End
Assures a high-sensitivity of F/6.4 and a high-resolution of 2-mega-pixel up to the telephoto end (510mm) of the 
zoom position.

Compatible with an NIR (Near-IR) feature, for powerful day and night high image-quality surveillance.

Defog Feature
The lens integrates a �lter to cut off visible light and capture images in the NIR spectrum, making imaging less 
susceptible to the effect of fogs and improving images in clarity. 

Preset Feature
Zooming and focusing positions can be preset and saved in memory. (Controlled externally) 


